Build 2709 2-5-12

Bug Fix


Inverted ‘T’ beam stress check not correct for case of reverse bending - fixed

Build 2707 1-5-12

Added Features – 


Mark list now shows NO print to comps as underlined  eg  B3 


and NO print to schedule as Strikeout eg., B1

Result summary shows span number in square brackets eg [3]


and reaction number in ‘curly’ brackets  eg., {2}


Dynamics check is now only displayed for the 1st LL case 


(assumption being that there is no dynamics problems for DL only case.)

Bug Fixes

Display of combined bending & shear stress ratio for steel now correctly shown (Detailed computations output).

Inverted ‘T’ lintels previously assumed to be always be fully restrained. This has been changed to user assigned restraints (Assignment as fully restrained yields results as previous version).
Inverted ‘T” properties upgraded to include Jxy & Iw (Steel section data for ‘T’ beams must be recalculated, or the section properties upgraded with a new full install.)

Updating of V2.5 projects created pre 2008 now load without error with version 3.1
Build 2671  29-3-12

Bug Fix


Problem with load V2.5 files (from builds prior 1600)

Build 2668  26-3-2012

Help system revised – download  a full version from www.cadesystems.com.au and install Help files only.

Bug Fixes


Issue with Auto Sizing Fixed (Displayed size was incorrect)


Keyboard shortcut items fixed (Some short cut option appeared twice on same form)


Error when saving file fixed (Double click on file save resulted in error)


Natural frequency checks now only shown where a LL case exists. (no Dynamic problems for DL)


Error when deleting Frame member mark with no assigned members fixed.

Build 2646 29-2-2012

Bug Fix


Fixed issue with Support material editor showing on new member creation even though defaults are set 
Build 2644 27-2-2012

Added Feature



Student edition software now includes University Name option
Build 2642 24-2-2012

Bug Fixes


Auto Calculate with Steel sections now works correctly (Bug created in Build 2635)


Built-up steel sections now display all components in schedule.


Student Edition software now opens with all options available.
Build 2638 23-2-2012
Added Features


Revised registration to permit CADEsuite - Student Edition user details to show on computation pages


Demonstration Registration request now includes option for Student registration.
Build 2635 22-2-2012

Bug Fixes


Calculation of Allowable Axial Stress for steel columns resulted in divide by Zero when the effective 
length was determined to be = 0. - Fixed

Application of reaction as Axial Load with eccentricity now calculates correctly.
Build 2628 17-2-2012

Bug Fixes


Members deflections now correctly displayed – (error occurred in Build 2625 only)


Support width upgrade dialog now displays correctly (error occurred in builds 2615 and up due to 
addition of hot key functionality)

Build 2625 15-2-2012

Added Features


Program released as Version 3.1


Help file updated (Need to download full version form www.cadesystems.com.au to Install Help only)

Bug Fixes


Display of LL only deflection now displays correctly


Wind load equations now transfer correctly to CADEcomp from CADEload


Hot key for ‘OK’ changed to Alt+’O’ – due to standardization with other software.

Build 2615 6-2-2012

Added features


Hot keys added for CADEcomp common controls. (eg OK button = Alt+’O’)


Ability to design member imported from SpaceGass text file implemented
Bug fixes


Determination of effective length for lateral restraints fixed (Steel design)
Build 2592 19-1-12

Bug Fixes


Program version control fixed with Auto download options clarified.
Build 2590  9-1-12

Bug Fixes


Addition of axial loads to sloping members now correctly applied.


Calculation of axial capacity for multiple steel members corrected.

Build 2584  19-12-11

Added Features


Default schedule display properties now able to be set.


Selection of Combination case Template  now able to be made at time of adding a new member.

Bug Fixes

Calculation of CHS section properties now rounds to assigned decimal places.


User defined load cases now displayed correctly in report (if DL=0)


Calculation of deflection of double EA & UA sections corrected.


‘Wind’ variable allowed to be entered in CADEload for user defined wind load cases.

Build 2514 16-9-11

Bug fix : sorting of descriptions list caused display error.  Fixed.

Build 2511 15-9-11

Added features

Revision schedule added with Marks able to be assigned a revision number or label

Revision schedule able to be exported as DXF.

Material costing extended to include timber by specie & grade.

Embedded energy values assignable to all materials.

Embedded Energy for designed member optionally added to schedule.

Material treatments now able to be assigned eg LOSP H2, Galavanised, painted etc.

Material treatment schedule able to be exported as DXF.

Design Span now able to be shown on schedule

Schedule properties able to assigned on a schedule by schedule basis.

Loading diagrams able to be optionally displayed with 'simple' arrows (see system variables)
Member marks can be checked for alternate geometry. 

Section properties for 'Steel' now includes material density allowing non-steel materials to be assigned correct Self Weight.eg Aluminium 

Restraint Settings now able to be skipped at member creation.

Bug fixes

Auto selection of material size now selects correctly for multi-span members.

Problem of circular reference checked fixed where a 'false positive' was determined.

Definition of Softwood material applied to Solid sawn timber only.

Creep factors for width variations in thickness now correctly assigned.

Bug with inputting/editing timber 'I' beam properties fixed.

Hole stress check in 'I' beam webs now displays with correct stress ratio on results screen.

Build 2482 24-8-11

Operational Improvements
Build 2463 4-8-11

Bug when printing inclined columns – fixed

Minor spelling and operational improvements
Build 2447 14-7-11

Revised equation solution routines to reduce number of brackets required.

Added check for reduce CSA for tension checks threaded tension rods.

Additions / revisions to Help (need to download full install from www.cadesystems.com.au - Install Help only)
Build 2443 11-7-11

Bug fixed in application of partial UDL's

Addition of material treatment descriptions for timber & steel

Changes to page headings layout to account for long company names
Page number now display 'Page :' with nothing after if set 'Do Not print Page numbers'

Page numbers can now optionally include prefix before & AFTER the numeric sequence.
Build 2427 27-6-11

Lock file added for increased security when projects are opened in a network environment.

Revision list added - enabling revision numbers to be applied to member marks which are included in the Schedules.

Reactions applied from other members took the deflection limits for the applied member not the current member - fixed.

Section properties for SmartLVL grades 15 & 18 revised to manufacturers specifications. 

CHS's now have a minimum diameter property which is used to determine the CSA for tension effects. (eg threaded rod bracing)

Some steel sections (CHS, MSF etc) have the need for Form Factors, Compact notation & Ze removed from Import dialogs.

Build 2409  9-6-11
Minor spelling errors fixed.

Issue with laminated timber sections - lamination factor not correctly applied - Fixed.

Build 2404  7-6-11
Bug fix in generation of DXF files where block names of sub-DXFs were duplicated when more than one schedule was generated. Each block now uniquely referenced.

Timber normalization factors for depth and width displayed to 3 decimal places. Normalization list now sorted correctly.

AS4100 - Moment capacity for cantilever beams with no lateral restraints at outer end now calculate without error occurring.(/ by zero)

Build 2339 29-3-11

Fix bug in CADEfoot where checking for lateral loads before applying a load group resulted in a calculation error causing the module to close. As an auto-calculation occurs during startup, this error also prevented the CADEfoot module from being able to re-open.
Build 2337  24-3-11
Addition of feature to Automatically check for updates to CADEsuite program files.
Build 2333 18-3-11
Addition of Smart LVL 15 to timber database file
Fixed bug when previewing the member schedule from the CADEprint module.

Build 2326  9-3-11
Additions to help file.

Additions to allow importation of Client data from V2.5

Minor spelling & bug fixes as reported by users.

Build 2319  8-3-11

Additions to Help System – Details on importing V2.5 material data added.

Details on revising restraint types added

Build 2310 21-2-11

Changes of text on  CADEfoot dialog forms. 

Fixed bug in relation to applying inclined loads at specific locations along members.

Additions to Help System.

Build 2300  16-2-11

Default window sizes for Restraints now limited to 800 Vert pixels. Additions to Help file relating to running CADEsuite on monitors with less than 1280h x1024v pixels.

Build 2297 - 12-2-11
Revise display of support member crushing check. Support crushing stress now included in critical stress check. 

Revised calculation of 'T' beam section properties. The Ixx of section is now based on the full section - Lateral stability and strength checks based on reduced section (as previous). Calculation of Sxx revised (bug fixed where Sxx < 0 for thin webbed sections) Default database for all 'T' section updated.

File Save Icon now 'grayed' when no save is necessary.

PDF printer option 'grayed' when PDF printer not assigned.
Build 2293 - 10-2-11

Problem with the Examples file (Mark R1). where an exception occured while viewing this mark. Mark data appears to have been not compatible with current build. Data file has been updated and now loads OK.

Build 2288 - 2/2/11  CADEsuite V3 released
Build 2247 14-12-10
Bug fix in Steel Input Dialog. On the creation of a new section group (eg MSF1 section group) the profile name (eg MSF) was not being assigned correctly. This meant that groups could not be added.  Bug now Fixed.

Build 2210  16-11-10

Minor bug fixes related to file handling and system files.

Build 2098  26-6-10

Bug relating to the determination of K4 (partial Seasoning factor) & K11 (Size Factor) when the principle axis of the member is rotated . The issues relate on to the use of timber which is initially green, or the  depth of section exceed 300mm respectively.

Build 2079  13-5-10
When saving the DXF output, changes to the output directory was disabled. This has been corrected. 

Build 2078  10-5-10

Problem with calculation of effective length coefficients for span segments over internal supports for Steel Sections. The problem resulted in a conservative design when the top edge restraints were much less than bottom restraints spacing (eg spacing <600 c/c). 

Build 2028  26-2-10
Internal date formatting revised to reduce date compatibility problems when running under Windows 7.

Build 2024  25-2-10

CADEwind results table column headers revised to read Qs, Qp, and Qu. 

Build 1996  28-01-10

New member Description list now able to be edited. (previously this list was not editable which meant that erroneous entries etc could not be edited or deleted.) To edit the list, from the CADEcomp menu bar, select Set > Descriptions... and follow the prompts.

Build 1995     27-01-10

Bug fix - CADEload Roof & Wall wind loads NOW applied correctly

Build 1992  - 26-1-10

CADELoad Bug fixed relating to wind loads transfer form CADEwind. (Wind pressures displayed for active surface now update correctly for direction of wind action)

Build 1832 – 2-9-09

Fixed bug related to the unexpected deletion of member mark, where the operation of renaming a mark is subsequently cancelled.

Added check during the deletion of a mark such that members acted on can be deleted also.

Revised print date option such that the default is ‘Today’s Date’ if entry cell is previously blank.

Build 1691 – 25-5-09

Spelling errors fixed, minor bugs fixed.

Build 1546 – 19-12-08

Issue with unable to delete all ‘Ancillary members’ for list  - Fixed

Build 1535

Issue with ‘Combination Data’ button not being active – Fixed.

Build 1520

Issue with short cut Keys addressed. (ie ALT+'M'  adds moment etc) - Fixed

Issue with success/failure/retry mode icon in Mark list not showing (error from previous build) - Fixed

Build 1472

Issue with short cut Keys addressed. (ie ALT+'M'  adds moment etc) - Fixed

Issue with success/failure/retry mode icon in Mark list not showing (error from previous build) - Fixed

Build 1465

Bug fixed relating to display of results when more than 5 spans + cantilever required. The calculation values were not in error.

Shortcut keys to load data revised.

Build 1270

Issue relating to moment magnitude at LHE cantilever has been resolved.

The moment calculated at the LHE reaction of a cantilever beam was found to be 2x the actual. This lead to a conservative design of the beam at this location.

Build 1184

Issue relating to applying a negative eccentric load has been fixed.

When applying an axial load at a prescribed eccentricity, if the eccentric distance was entered as negative, eg 10@-100 (10kN load at an eccentricity of 100mm to the left of the members center) the combined stress calculation subtracted the stress due to the moment from the total stress rather that adding it.

